
• R&D Prototyping

• High Performance 

• Lasting Dependability 

• Cost-Effective
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The design initiatives and engineering 
talent that describes Semicore – creators 
and manufacturers of precision Thin Film 
Vacuum Deposition Systems and Products 
 –  contribute effectively to the quality,  
capabilities and essential economy of 
the SC450. 

Features:
• Small Volume, Fast Cycle Processing
• Active Deposition area up to 
	 200mm (8”) Diameter
• Accomodates Various Substrates Shape/Sizes
• Fully Automatic, Integrated Controls
• Multiple Sources (up to 4)
• Sequential or Co-Deposition modes	
• Multiple Process Gas Capability
• Confocal Cathode Arrangement
• �50mm (2”), 75mm ( 3”), or 100mm (4”)  

Magnetron Sources
• In-situ Cathode Tilt
• Integral Cathode Shutter
• DC, Pulse DC, RF (HF or MF) Power Supplies
• Substrate; Heating, Cooling, RF/DC Bias
• �Also available with Advanced Fast 

Cycle Load-lock
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Process Gases
	 • Up to 3 different gases
	 • ¼” VCR-4 connection type
	 • 138-207 kPa (20-30 psi.)
	 • 99.999% purity semiconductor grade

Clean Dri Air
(Load lock or capacitance nonometer option)
	 • ¼” Swagelok connection type
	 •	620-690 kPa (90-100 psi.)

Nitrogen Vent
	 • ¼” Swagelok connection type
	 • 13-207kPa (2-30 psi)
	 •	99.999& purity semiconductor grade

Water
	 • 7.6-15 L/min (2.0 - 4.0 gpm)
	 •	½” push fit connection type
	 •	13-27°C (55-80°F) water temperature
	 • 207 kPa (30 psi.) delta min
	 •	552 kPa (80 psi.) max inlet pressure
	 •	900W – 2kW cooling capacity required
	 •	Distilled water or Propylene Glycol mix

Electrical
	 •	50/60 Hz
	 •	208-240 VAC
	 •	20-40 amps
	 •	Single Phase
	 •	4 Wire (2 Wire +N +G)

Facilites Requirements


